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AV 1000 Compressed Air Vacuum
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We vacuum everything.
www.WorkDustFree.com
Call Toll Free: 1-800-614-9598 (U.S. only)




AV Series

Compressed Air Vacuums

o The AV series is equipped with a state-of-the-art filtration system. Available in 13 or 28
square feet, our filters are 99.9% efficient at 0.5 microns. What's more - a hand lever
lets you shake the filter free of debris buildup, preserving filter life with less maintenance.

o Our modular housing is extremely durable; it will never dent or rust. The compression
cast composite fiberglass housing is carbon impregnated, making it not only chemically
neutral, but static resistant up to 106 ohms.

o To empty, simply use the foot lever actuated, 9 gallon drop down dust pan. Located in
the rear, next to the heavy duty, self-locking double casters, the quick release makes
emptying collected waste simple and quick.

o All Ruwac's vacuums are upgradable to accomodate HEPA (High Efficiency Particulate
Air) Filters should your application require one. Our HEPA filters are 99.99% efficient at
0.3 microns and individually DOP tested and certified.

o We take pride in our craftsmanship. That's why we offer a Lifetime Warranty on every Air
Vacuum we manufacture. If you're not satisfied, neither are we.

Designed to deliver power and performance in
applications where electricity isn't an option.

I.'ﬂ'ﬂms Technical Data AV 1000 AV 2000
— — Motor Type single Venturi dual Venturi

Vacuum Pressure (Hg") 10 16
Air Movement (CFM) 150 275
Filter Area (ft?) 13 ft2 28 ft2
Filter Efficiency 99.9% @0.5 microns| 99.9% @0.5 microns
Noise Emission (dBA) 72 72
Required Operating Pressure (PSI)| 71 100
Required Air Consumption (CFM) | 65 100
Required Air Line Size (in.) 1/2 1"
Weight (Ibs.) 100 120
LxWxH (in.) 32x20x41 32 x 20 x 54"

State of the art filtration system Specifications are subject to change without notice.

Explosion-proof models
available for Gas Ex and
Dust Ex applications.
Please contact us for more information.

cleans effectively and efficiently.

Stainless steel ball valve
allows you to regulate
vacuum suction.

Foot lever actuated drop
down dust pan allows for
easy waste removal.

Compression cast composite
housing is modular to
accomodate additional filters.

Low inlet inhibits machine from
tipping over during use.

All models are HEPA - ready,
should your application
require absolute filtration.
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Real Vacuums for Real Applications.

Latta Equipment
330 E Hebron St Ste J
Charlotte, NC 28273

Tel (704) 752-7944
Fax (704) 414-6811
www.WorkDustFree.com
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